This two-faced room divider will solve many 
storage problems. The front face has a handy drop- 
leaf desk, space for TV, HI-FI equipment and 
records; also, storage drawers which may be 
reached from both sides. 


The rear face has cupboards for china or glass- 
ware. Decorative accessories show on both sides 


on open shelves. Gayly painted sliding doors have 
curved edges instead of finger pulls—an unusual 
innovation giving a contemporary look to this unit. 


SEE YOUR LUMBER DEALER FOR 
FIR PLYWOOD AND OTHER MATERIALS 


Douglas Fir Plywood Association, Tacoma 2, Washington 


CUTTING DIAGRAMS 


aul 


Yo" 4'- 0"x 4-0" INT. A‘D 


3p" 2- 0"x 4-0" INT. AD 


Vig"x 4'- 0"x 4'-0" INT, AvA 


CUTTING DIAGRAMS 


Yp'"x 4'-0"x 6-0” INT. AvA 
(4 REQ.) 


VYa""x 4'- 0x 8'- 0" INT. A:D 


MATERIALS LIST 


FIR PLYWOOD 

4 Panel 34h x 4’-0” x 8-0” INTERIOR AeA 
| Panel 34” x 4’-0” x 6’-0” INTERIOR AcA 
| Panel 48 x 4’-0”" x 4’-0” INTERIOR AeD 

| Panel shin x 2’-0” x 4’-0” INTERIOR AeD 

| Panel he x 4’-0" x 4’-0" INTERIOR AcA 


1 panel 1/4” x 4’-0” x 8’-0” INTERIOR AsD 
4 Panels '/.” x 4’-0” x 6’-0” INTERIOR AcA 
NO. 
CODE REQ'D PART SIZE USE 

A 2 18” x 9534” Top & Bottom 

B 2 47," x % ig Base 

c 2 18” x End 

D Wl 18” x 1854 ye Shelves 
D! | 17/4” x 2354" Shelf 

E 3 18” x 6/9" Partitions 

F 8 6” x 231/4" Drawer Front 

G | 17a!" x 2314” Partition 

H ! 1034” x 23/4” Panel 
H! | 181/4”” x 23 "4" Desk Front 

| 1 94" x 2344), Panel 

J 3 Yen x 10 i" Drawer Front 

K | 7%” x 7/2" Side - Desk 

L 2 TY" x i8'/, . Top & Bottom - Desk 
M | 7\f_" x 8” Partition - Desk 

N | Tf!" x 8/2!" Side - Desk 

° 8 6" x 17” Drawer Side 

P 6 2/9!" x b/g” Drawer Side 

9 3 2” x 10/2” Drawer Back 

R | TY" x 8” Partition - Desk 

ae 7 AT x; Ig” BF yageun ) Bottom - Record Storage 

T 6 Partitions - Record Storage 
U 4 i" x “iy” Drawer Bottom 

Vv 3 674" x | i" Drawer Bottom 

Ww 4 13” x rie High = Small Sliding Doors 
x 2 elles 4" High Small Sliding Doors 
Se 4 1%" x 96" Door Fascia 

a 8 24" x 661/2"" Sliding Doors 


LUMBER AND HARDWARE 


NO. SIZE ITEM USE 
80 lin. ft. Yt" ‘Quarter Round Caning 
8 4 x 2/5" x 16/2” Slides Drawers 
8 "yx hx 18" Guides Drawers 
4 ifr xa" x 7/e"” Slides Drawers 
2 ”y Vy ” ¥ 87-034" Support Sliding Doors 
2 A", x 1a!” x 8’-034” Support Sliding. Doors 
6 1” x 23/4" long Metal Truck pene vee 
ma 
8 prs. As required Hangers & Track Sliding Doors 
(Large) 
2 As required Lid Support Desk Front 
16 %4" Round Finger Pulls Sliding Doors 
MISCELLANEOUS 
5 doz. No. 6- 1'4” F.H. wood screws. 24” x 9-6" caning. 


éd finish nails. Finishing materials. 


EASY STEP-BY-STEP INSTRUCTIONS 


Using a table saw, follow these easy step-by-step 
instructions to help you with construction. 

1, Lay out component parts on the number of 
plywood panels required, as shown on the cutting 
diagrams. Use a large steel carpenter's square to 
insure accuracy. In layout, be sure to allow for saw 
kerfs between parts. 

2. Cut all plywood parts accurately to size and 
then rabbet ends at top and bottom. Make dado 
cuts for shelves in partitions and end panels at 
heights shown in front perspective. Be sure to 
provide a blind dado in front for shelf D1 of desk 
compartment. Also, make dado cuts for partitions 
in top and bottom panels. Follow with dado cuts 
along shelf edges for compartments with sliding 
doors. Install metal track in these dado cuts. Also 
provide dadoes in bottom face of shelf for 14” 
partitions of record storage compartment. 

3, Drive 2” brads into both edges at bottom of 
desk front and drill pivot holes into adjacent par- 
titions. Position desk front into pivot holes and 
assemble shelves above and below to form the 
desk compartment. Install back as shown. As- 
semble remaining shelves and partitions with top, 
bottom and ends using 6d finish nails and glue. 
Check the unit for square while assembling. 

4, Place ¥4” plywood spacers into position in 
bottom of record compartment. Slip record parti- 
tions into place using a little glue along top and 
bottom edges. Install panels ‘H” and “I’’ into 
positions shown using glue and 6d finish nails. 
5, Next assemble filing box of desk compartment 
after necessary rabbets and dadoes are made. Rab- 
bet and dado drawer fronts, sides and backs and 
then assemble desk drawers as shown. Apply 
drawer guides to two top drawers only. 

6. Now make necessary rabbet and dado cuts on 
large drawer fronts, sides and backs. Assemble and 
then apply slides to the sides of each drawer. Next 
position guides in compartment (1) so drawers 
will slide without binding. 

7. Large sliding doors may be omitted if desired 
or installed at a later time. This can be accom- 
plished by fastening wood strips of size indicated 
along top face and bottom edge of divider. Install 
track, door hangers, divider strip and door fascias 
as shown in the detail. 

8. After filling nail holes and plywood edges with 
wood filler, sand your divider smooth and finish 
it to match the room decor. A three-coat job is 
best —undercoater followed with two coats of 
semi-gloss enamel. Sand lightly between coats. 
9, Now fasten caning in place with painted 14” 
quarter round. Drill holes in large sliding doors 
to set finger pulls flush with surface. Slip both 
large and Snail sliding doors into place to complete 
the unit. 
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STORAGE DIVIDER 


GIDEON KRAMER — DESIGNER 


2 DOORS: 
Vy" 13x 11%," HIGH 
By “tone We 13° 1774" HIGH 
x13" 
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DETAIL FOR SMALL 
SLIDING DOORS 


IF SPEAKER 1S INSTALLED IN THIS COMPARTMENT 
APPLY CANING AGAINST 34’x 231/4"x 241/," PLYWOOD PANEL 


LBA 

tS. d oe : 

; Z \ : ) i 
PF Ya"x 2Y/g"x 16/2" 


{8 REQ.) APPLY DRAWER GUIDES TO. 
TWO TOP DRAWERS ONLY 


DETAIL FOR DESK DRAWERS 


METAL TRACK TO HANG DOORS i—- ee. 
(REQ. — TWO, 8’. 0” LONG OR FOUR 4’- 0” LONG) 


Yy"x 5Yy"x 8-4" 6 — 1%” WOOD SCREWS 12” O.C. 
(2 REQ) 


Yu's \Yq"x 8-0" 
© Z REO} 


NOTE: 
THERE ARE FOUR SLIDING DOORS TOP. 


EACH 1/p"x 24”x 5’- 61/,” ON THE 
FRONT AND ON THE REAR, THESE BRASS BRACKET fi 
ARE NOT SHOWN ON THE FRONT AND FOR DESK Y 
REAR PERSPECTIVE VIEWS BUT FRONT Hype) 
(2 REQ.) y 
Z, 


METAL BRACKET 


SLIDING DOORS WITH NYLON 

e) ifp'x 24% 5 BY," WHEEL ARE DETAILED AT LEFT, 2 
reo} (8 PRS. REQ) Ya 
WOOD STRIP BOTTOM 
DIVIDER 


OF ad 


qa \Yy’x 8 Yy" 
i lt 


+ ; 
o 
Zz 
a 
%" RECESSED BRASS FINGER PULL SHELF 
FOR SLIDING DOORS — 16 REQUIRED. 
TWO FOR EACH DOOR. INSTALL 39” 
ABOVE FLOOR, Ya" 
DETAIL FOR SLIDING DOORS : RECORD ALBUMS 
{SAME FOR FRONT AND REAR) Ys 
NOTE: DOOR HEIGHT MAY VARY WITH TYPE ; 


OF HANGER HARDWARE USED. 


ARTITION, 


P, 


DESK FRONT 


MAGNETIC 


TYPICAL JOINTS tay 
DESK DETAIL FOR COMPARTMENT A 


HOW TO BUY FIR PLYWOOD 


Fir plywood comes in two types: 1. EXTERIOR-TYPE 
for outdoor use; 2. INTERIOR-TYPE for indoor use. 
Within each type are grades for every job (i.e., grades 
with two good sides where both sides of the panel will 
be seen, grades with only one good side for applications 
where only one side will be in view in the finished job). 
The right grade to use for each of the projects in this 
folder is given with each plan. 


The registered industry grade-trademarks shown below 
identify quality-tested fir plywood. Look for them on 
every panel you buy. 


FOR OUTDOOR USE FOR INDOOR USE 
EXT-DFPA-A-A) | ext-oFra INT-DFPA: A-A| | int-pFea 
‘ A- C.; Si 
DOUGLAS FIR # 


PAT=DEPA A Bp (NT=DFDa HB 22 te 


TEXTURE I-Il-EXT-DFPA 


INTERIOR FINISHING TIPS 


Nene 


For best results use only top-quality 
materials. Follow manufacturer's 
instructions. Extra care in surface 
preparation and application will 
add to lasting appearance. Clean all 
surfaces perfectly and fill nail holes witth wood paste. 
Sand lightly between paint coats. Use non-toxic finishes 
for items to be used by very young children. 


PAINT FINISHES. First, brush on flat undercoat. Then 
apply second undercoat, slightly tinted with finish color. 
Last apply finish coat as it comes from can. For a gloss 
finish, us second undercoat made by mixing equal parts 
flat undercoat and gloss enamel. When using water- 
thinned paint, seal plywood with clear resin sealer, shellac 
or flat white oil paint. 


NATURAL FINISHES. For easy, inexpnsive “blonde” fin- 
ishes, first apply coat of interior white undercoat thinned 
so grain pattern shows through. (Tint if you desire 
color.) Apply clear lacquer, shellac or varnish. Attrac- 
tive one-coat stain waxes are available in colors. If you 
prefer a dark stain, first apply a coat of clear resin sealer 
to subdue grain contrast. 
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